
1035 Premium Builder Door

Windsor Door builds  
more than doors,  
we build futures



1035 Specifications
All designs are built with 25ga prepainted 
steel. The sections are 2” thick, the edges  
are hemmed, and tongue and groove joint  
add strength and keeps the outside out. 

TOX fastening system attaches the stiles  
with the end stiles being attached to the  
face of the door to add strength and durability. 

The model 1035 comes standard with ½” CFC-
FREE laid-in-place polystyrene insulation.

The NEW Windsor Door
Based in Little Rock, Arkansas, Windsor Door 
has proudly manufactured premium garage 
doors for over six decades. Our doors are  
constructed from clean, U.S.-sourced steel  
and produced on our new, industry-leading 
high-speed production line. 
Every Windsor door is designed to meet 
the needs of our national and regional 
homebuilding partners. 



1035 Specifications

FINISHES
Actual color may vary

*Some inserts and colors may not be available, or are subject to minimum purchase requirements.
Please contact the Windsor Door factory to verify availability.

Optional decorative handles 
and strap hinges give  
the look of forged iron.

Polar White Almond

Sandstone Black

Carriage Style Short Carriage Style Long

Ranch PanelRaised Panel Flush Panel

PANEL CHOICES

WINDOW INSERT OPTIONS

Ashton Stockton

Cascade Stockbridge

Cathedral

Cascade Ranch Stockton Ranch

Stockbridge RanchSommerton Ranch

*Polar White Only



WindsorDoor.com

5800 Scott Hamilton Drive
Little Rock, AR 72209

Ph 501.562.1872


